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WHY CHOOSE THE VIPER WRL OVER
TRADITIONAL MANUAL LUBRICATION

METHODS?

Viper WRL

Improved Health Safety & Environment
[ Viper operators safely located on the two platforms at the
end of the boom
M Viper operators have no direct contact with the lubricant
I The Viper system is cleaner to operate, excess lubricant is
captured and may be re-used

Reduced Labour Requirements
M Viper system requires 2 people to operate and lubrication
is completed at +/- 7mtr/min
M Viper system lubricates the wire strands both internally
and externally typically doubling lubrication intervals.

Clean to Operate
M When the Viper WRL is used correctly it generates minimum
to no mess
I When using the Viper WRL system all the lubricant stays on
the rope with no wastage
I The Viper system requires no rags for lubrication

Enhanced Lubricant Effectiveness

M The Viper WRL's unique seal design works the lubricant into
the core of the wire rope which greatly reduces corrosion
and friction and hence greatly extends operational rope life

Effective Rope Cleaning
I The unique Viper Rope Cleaner removes contamination
from the wire rope prior to lubrication and greatly
improves the effectiveness of the lubrication process

Manual Method

Health Safety & Environment Concerns
M Safety concern for workers being suspended from the ropes
carrying lubricant
M Workers come into close contact with lubricant
M Environmental contamination with excess lube dripping off
ropes

Labour Intensive
B Numerous workers required to lubricate ropes and is very
time consuming
M Manual lubrication requires very short re-lubrication
intervals due to only coating the outer wires

Extremely Messy

M Mess leads to extra equipment downtime for cleaning

M Lubricant wastage costs money and affects the
environment

¥ Excessive use of rags, gloves, overalls

Ineffective Lubrication

M Typically, only coats the outer wires, lack of penetration
to inner sections of rope causes internal corrosion and
excessive friction occurs.

Rope Cleaning

M There is no way to manually clean rope effectively at all
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HEALTH SAFETY ENVIRONMENT BENEFITS

Every gram of grease goes on the rope

Does not leak meaning no mess

No wasted lubricant

Lightweight allows for safe application

There is no direct contact with the lubricant
The rope can be lubricated from a safe distance

The Viper WRL was developed with
safety and the environment in mind.
When used correctly the Viper WRL
has several Health, Safety and
Environment benefits.

VIPER BULK CARRIER SHIP CRANE LUBRICATION KIT

The Viper WRL Bulk Carrier Ship Crane Lubrication Kit has been specifically designed for use in conjunction
with the Mini or MID Viper WRL Kit for this application. The kit is supplied as a complete package, with all of
the components required to get you started. Simply order the kit, the MINI or MID Viper Collar Kit and then
select and order the seals and scrapers to suit the rope size to be lubricated.

Kit Inclusions

M 2 x Drill winches with Spectra rope

2 x Milwaukee Cordless Drills (optional)
4 x Lithium lon Batteries (optional)

2 x Rapid battery chargers (optional)

1 x 35m 1/2"” Hose with carabiners and
quick-connect couplings

Robust Aluminium Storage Case
Operations Manual
Operations Video
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VIPER MINI MK 3
WIRE ROPE LUBRICATOR

IMPROVED ROPE CAPACITY
6MM TO 44MM

Safe, fast, efficient

and environmentally
responsible solution for
lubricating wire ropes

The Viper® Mini MK 3 Wire Rope Lubricator

is designed to enable lubricant to migrate Vv Cleans and lubricates wire

into the rope ensuring total coverage of ropes fast and efficiently

lubricant. The Collar is manufactured from Vv Increases the life of wire
high strength aluminium alloy with a robust rope assets by up to 300%
coating to maximise corrosion resistance in v Increases the time

harsh environments. Designed for wire rope between relubrication
lubrication of mobile cranes, tower cranes, v Provides a safer, cleaner
deck winches, construction and service cranes, work environment

anchor ropes and small marine cranes. v Made in Australia

HOW VIPER® MINI MK 3 INCREASES SITE EFFICIENCIES & REDUCES COST

Compact & Lightweight M Only 3.5kg making the Viper® Mini MK 3 ideal for single person operation
B Minimises WHS issues whilst working at heights

Cost Effective Il Preventative regulated maintenance increases asset longevity
M Lubricates ropes up to 2000 metres per hour
I Reduces relubrication times from several days to just

hours reducing manual labour by up to 90%

Specially designed seal provides durability in harsh environments
whilst ejecting moisture and water maximising corrosion resistance
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VIPER MINI MK 3 KIT INCLUSIONS

M VIPER MINI MK 3 COLLAR, HIGH PRESSURE PUMP
50:1; 2,900 GRAMS/MIN

B COMPLETE WITH AIR-REGULATOR AND AIR
ISOLATION VALVE TO ENABLE SAFER OPERATION

B GREASE PUMP COMPLETE WITH DRUM COVER,
CARRY HANDLE, FOLLOWER PLATE AND 4M HOSE
WITH QUICK CONNECTS AT EACH END

B RETAINING RATCHET STRAPS & SHACKLES
I ROBUST CORROSION RESISTANT ALUMINIUM

STORAGE CASE
*Note Seals are sold separately
Identification plate for
Lubrication point asset management

I N D U STRI ES \ Corrosion resistant Collar

Enlarged ratchet
B MARINE strapping points 15

providing greater Increased dimensions of
B MINING clearance for cleaner Iocki.ng mechani%m for

to operate effectively maximum clamping force
B CONSTRUCTION
W SHIPPING New wider hinge mouth design
B OIL & GAS provides greater strength for
- g maximum wire rope capacity
B DEFENCE FORCE ) /
Durable dual handle design

Optional dual lubrication point for controlled tightening LEARN MORE
for high-speed applications
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WIRE ROPE LUBRICATOR

SUITABLE FOR WIRE ROPES
BETWEEN 6MM TO 67MM
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Cleans and lubricates
wire ropes quickly,
efficiently and safely.

Fast and effective lubrication of wire ropes with

BV iper

a diameter between 6mm to 67mm. The Viper Mid Vv Increases the life of wire ropes by up to
MK 2 lubricates ropes at up to 2000m/h. 300% compared to manual lubrication
Recommended for use with Wharf Cranes, Ship v Reduces relubrication time of ropes
Cranes, ROV Cables, Mind Winders, Mobile Cranes, from several days to several hours

Oil & Gas Platforms, Anchor Ropes, Deck Winches, compared to manual lubrication

Overhead Cranes and Ship Loaders. The Viper Wire
Rope Lubricator provides grease penetration,
moisture displacement and total coverage by
forcing lubricant into the core of the rope.

V" Safer work environment

v Environmental benefit with less
lubricant used and discarded

WHY CHOOSE THE VIPER MID MKII WIRE ROPE LUBRICATOR?

In Built Handles

B Enables ease of mounting unit to wire rope.

4.5kg High Pressure Pump

M Ensures consistent lubricant delivery across a wide range of ambient temperatures
M Less downtime - Due to the high volume flow rate of the pump, meaning high speed
lubrication up to 2000m/h.

Superior Seal Design

M The Viper Seal is made from polyurethane with high abrasion resistance properties,
meaning it is resistant to wear. This enables the seal to be used to lubricant
thousands of meters of rope without being replaced.

I Excess lubrication is captured via a second seal chamber meaning low
environmental impact as the lubricant is contained.

M The material and internal design of the seal allows for the seal to mould to the
shape of the rope. This creates a pumping action massaging lubricant into the rope.

B The seal moulds to the rope which means there is constant contact with the wire
rope which enables consistent lubrication.

Metal Alloy Scraper Plate

M Enables safe entry of broken wire ropes ensuring the rope and seal is not damaged.

Suits a Wide Range of Rope
Diameters — 6mm to 67mm

I Enables lubrication of a broad range of rope diameters with one Viper Kit.
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VIPER MID KIT INCLUSIONS

The Viper Wire Rope Lubricator is supplied as a complete
package, with all of the components required to get you
started. Simply order the kit and then select and order the
seals and scrapers to suit the rope size to be lubricated.

M VIPER MID MK 2 HIGH STRENGTH,
CAST ALUMINIUM COLLAR
The MK 2 Collar is constructed from high strength
Aluminium Alloy, precision machined to tight
specifications. The collar is completed with stainless
steel hardware to provide maximum durability and
corrosion protection. The unit is designed for ease of
use having handles located on each half of the collar.
M HIGH VOLUME GREASE PUMP
The Viper Mid MK 2 kit includes a lubricant pump, built
specifically for the Viper WRL. The unit
delivers 4.5kg/min.

M AIR REGULATOR/MOISTURE TRAP WITH GAUGE AND
ISOLATION VALVE
B 4M HIGH PRESSURE 1/2" LUBE DELIVERY HOSE APPLICATIONS
M HIGH PRESSURE LUBRICANT METERING VALVE B WHARF CRANES B OIL & GAS PLATFORMS
W CLEAR LUBE DRAIN HOSE I SHIP CRANES [ ANCHOR ROPES
W RETAINING RATCHET STRAPS AND SHACKLES B ROV CABLES I DECK WINCHES
M ROBUST ALUMINIUM STORAGE CASE B MINE WINDERS I OVERHEAD CRANES
[ CONVENIENT CARRY STRAP FOR COLLAR M MOBILE CRANES I SHIP LOADERS

LEARN MORE
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VIPER MAXI MK 2
WIRE ROPE LUBRICATOR

SUITABLE FOR WIRE ROPES
BETWEEN 50MM TO 165MM

Cleans and lubricates
wire ropes quickly,
efficiently and safely.

Fast and effective lubrication of wire ropes

with a diameter between 50mm to 165mm. The
Viper WRL Maxi MK 2 lubricates ropes at up to
2000m/h. Recommended for use with ROV Cables,
Vessel Crane Ropes, Underwater Offshore Wire

Ropes and Drag Lines. The Viper Wire Rope Vv Increases the life of wire ropes by up to
Lubricator provides grease penetration, moisture 300% compared to manual lubrication
displacement and total coverage by forcing v Reduces relubrication time of ropes

lubricant into the core of the rope. from several days to several hours
compared to manual lubrication

Safer work environment

v
v Environmental benefit with less
lubricant used and discarded

WHY CHOOSE THE VIPER MAXI MKII WIRE ROPE LUBRICATOR?

In Built Handles B Enables ease of mounting unit to wire rope.

4.5kg High Pressure Pump B Ensures consistent lubricant delivery across a wide range of ambient temperatures
B Less downtime - Due to the high volume flow rate of the pump, meaning high speed
lubrication up to 2000m/h.

Option for 13kg high B High speed lubrication of ropes allows quicker lubrication, hence less downtime

pressure, high flow pump B Enables larger diameter and longer ropes to be lubricated.

Superior Seal Design B Excess lubrication is captured via a second seal chamber meaning low
environmental impact as lubricant is contained.

B Seal length enables longer dwell time for better lubricant penetration for larger

diameter ropes.

Metal Alloy Scraper Plate B Enables safe entry of broken wire ropes into the seal ensuring the rope and seal is
not damaged.

Suitable for a wide range B Enables lubrication of a broad range of rope diameters with one Viper Kit.

of wire ropes — Diameters
50mm to 165mm
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VIPER MAXI KIT INCLUSIONS

The Viper Wire Rope Lubricator is supplied as a complete
package, with all of the components required to get you
started. Simply order the kit and then select and order the
seals and scrapers to suit the rope size to be lubricated.

B VIPER MAXI MK 2 HIGH STRENGTH,
CAST ALUMINIUM COLLAR
The Maxi MK 2 Collar is constructed from high
strength Aluminium Alloy, precision machined to tight
specifications. The Collar is completed with stainless steel
hardware to provide maximum durability and corrosion
protection. The new Maxi MK 2 can lubricate ropes up
to 165mm (6-1/2"). The unit is designed for ease of use
having handles located on each half of the collar.

[ CHOICE OF TWO PUMPS 4.5KG/MIN OUTPUT
& 13KG/MIN OUTPUT IN 190KG DRUM SIZE
Two pump options are available. The standard unit
delivers 4.5kg/min, while the optional high volume unit
delivers 13kg/min for fast lubrication of large diameter
ropes, for further reduced down time. Both pumps are
supplied in 190kg drum size. Viper recommends the use of
the high flow pump for ropes larger than 85mm.

[ TWIN LUBRICANT INLETS
The Maxi Viper collar comes complete with twin lubricant
inlets that provide maximum lubricant coverage for large
wire ropes, this coupled with the high volume grease
pumps ensures effective lubrication occurs.

M AIR REGULATOR/MOISTURE TRAP WITH
GAUGE AND ISOLATION VALVE

10M HIGH PRESSURE SUPPLY HOSE
FITTED WITH COUPLING BOTH ENDS

CLEAR LUBE DRAIN HOSE

1200KG RATED RATCHET RETAINING
STRAPS & BOW SHACKLES

HEAVY DUTY FULLY WELDED
ALUMINIUM STORAGE CASE

APPLICATIONS

M ROV CABLES

W VESSEL CRANE ROPES

M UNDERWATER OFFSHORE WIRE ROPES

M DRAG LINES Lexmvore




Contact us to find out more

+370 46 411 911
pikasoma@garant.eu

ops@garant.eu

"
Head Office
Pramonés str. 8A
LT-94102 Klaipéda E
Lithuania

garant.eu



